
The Team QIK Racing (new)

937 Bandit MIDGET

Build Guide (23.09.17.01)

1. Assemble Cage by attaching the following components… be sure to “sandwich” the side
panels during the next steps…

a. Attach EXHAUST HEADERS to each SIDE PANEL (4ea M3 x 10mm)
b. Attach NERF BARS to each SIDE PANEL (4ea M3 x 14mm)
c. HOOD (6ea M3 x 16mm)
d. REAR DUAL CROSS BRACE (4ea M3 x 16mm)
e. 3 CROSS BRACES (8ea M3 x 16mm)
f. Attach FRONT (4ea M3 x 16mm)

2. Attach Hood Panel to Hood (6ea M3 x 5mm)
3. Attach Front Panel to Hood and Front Frame (6ea M3 x 5mm)
4. Attach Rear BODY MOUNT to Rear Dual Cross Bar (2ea M3 x 10mm)

WING OPTION: Not Included with the 937 Kit (sold separately)
● Attach 4 Wing Mount Posts using M3 x 12mm screws

CONTENTS:

Cage Left Side
Cage Right Side
Cage Hood
Cage Front
Cage Cross Bar Set
Nerf Bar Set
Exhaust Set
Rear Mount
Panel Set (Sold Separately)
Screw Set
M3 x 16mm (22)
M3 x 14mm (4)
M3 x 10mm (6)
M3 x 5mm (12)

OPTION: SOLD SEPARATELY
WING SET
Wing Mount Post (4)
M3 x 12mm (4)






